I\NOMU | PRECISION CONDUCTIVE PLASTIC POTENTIOMETER
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M PRODUCT FEATURES

@ 360° Non-stop Rotation; z

® Built-in Ball Bearing;

® Light Weight.Low Cost,Suitable for Servo
Mounting: ~—

® Tailor-made Specification Wellcome. L

B ELECTRICAL CHARACTERISTICS
B CIRCUIT CONNECTION

Effective Electrical Angle 345°
Total ce Vi 05. 1. 2. 5kQ
Total Resistance e +20% En
[ndependent Li =+ 1% ( £0.5% precision) g
Power Rating WITaTC Fa 8
Qutput Smoothness 0.1% Max % » Vout A
Insulation Resistance Max 100M Q  at DCI1000V o
Dielectric strenuth ACT1000V For 1 Minute 4
Resistance of Temperature
; :L :nel{izi-tm:h ; +£500ppm/C
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B MECHANICAL CHARACTERISTICS S i o
Viechanical Rotation Angle 360" Non-stop |
Raotational Torque 18 10*N.m f ? E
{18gf.cm) Max Wounting Side View
Weirht About 40g

B OUTPUT CHARACTERISTICS
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B ENVIRONMENTAL CHARACTERISTICS S
Operating Temperature —40~ 1207 E ,
Range rc‘,. ' | CW-
Vibration 150m/s® (15G) 2000Hz oo e 5 s
Shock 490m/s” (SOG) 11ms ']1"—‘ ’—"—"ER‘?,‘:,-O,.,..,SN i
Life Cvcle 10 million cycles Effective Electrical Angle
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