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RCP-35FB SERIES

B OUTLINE DRAWING
RCP-35FB-D4

® Light Weight,Low Cost,Suitable for Servo
Mounting:
¢ Tailor-made Specification Wellcome,
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B PRODUCT FEATURES SICONE 332
¢ 360° Non-stop Rotation: i || cw "o J o
® Built-in Ball Bearing; = {5 AL SR
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(Unspecified Dimensions The Same as RCP-35FB-D4)
H MOUNTING DIAGRAM

SAMPLE 1 SAMPLE 2
B ELECTRICAL CHARACTERISTICS ST

Effective Electrical Angle 340° ] , 3 ""_i =t

Total Resistance Value sy B2y 5. 10ka ---i?----—‘—_-—-"—--—.--;'.'--- ..... :."%._‘.._..-:. 2
Total Resistance Tolerance +20% : bl : flf 15 e W

Independent Linearity £1% (E0.2% Precisicn) L ~ L o _3-82 6

Power Rating IWITOC a-mMaad ap 120°
R RO .. .- oo | B CIRCUIT CONNECTION
Dielectrie strength ACIHOOOV For | Mimute == —_—
Resistance of Temperature o RN |
Coe I'ﬁn.'it-u!. +500ppm/C i _ s
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B MECHANICAL CHARACTERISTICS
Mechanical Rotation Anzle 360" Non-stop 3 ;
Rotational Torgue 14X 107" N.m L“a,h | &
{ 14gf .cm) Max
Weisht About 40g i 2

Mounting Side View

B CUTPUT CHARACTERISTICS
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B ENVIRONMENTAL CHARACTERISTICS § [
Operating Temperature —40~120C = i
Vibration 150m/s* ¢15G) 2000Hz %. i
Shock 490m/s” (50G) 1lms a | il
Life Cycle 10 million cycles % S 150

et — | Rotation Angle (° )
Effective Electrical Angle
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