8x8.5mm RADIAL LEAD MICROFUSE RoOHS & Pb-free
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MATERIALS: THERMOPLASTIC,ULS4-VD
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CATALOG | CURRENT Ve : Emf'z
0. RATING DROP | CCC|CQC SEWD VDE URICUR)| BSI PSE| (RoHS)
SRF-0315H | 315mA | 400 | © clo| oo 0.024
SRF-0400H | 400mA | 370 | © olo| o |o 0.044
SRF-0500H | 500mA | 350 | © colo| o |o 0.074
SRF-0630H | 630mA | 320 O clo| o |o 0.128
SRF-0800H | 800mA | 300 | O oclo| o |o 0235
SRF-010H 1w | 20 |o o/ o/ o |o|e| o3
SRF-013H 1.25A 280 o o (o] Q o L] 0.563
SRF-016H 16A | 250 | © clo|o|ole 1.11
SRF-020H 2| 240 O clolo|ole 1.7
SRF-025H 250 | 200 | O ool o|o|e| 29
SRF-032H | 3154 | 180 | O colo|o|ole 28
SRF-040H A | 10 O ool o |o|e| ast
SRF-050H sA | 150 clolo|lo|ole 7.56
SRF-063H 63A | 150 ololo|lo|ole 13.4

H DENOTES FOR 250V (H %= 250V)
® DENOTES FOR APPROVED (@ ¥R LR IAIE)
© DENOTES FOR PENDING (o i)

2T 3% -
BREAKING CAPACITY:

CCC/CQC/SEMKO/VDE/UR/BSI:35A OR 10In WHICHEVER IS GREATER
PSE:100A 250V AC

L 4{F§1E ELECTRICAL CHARACTERISTICS:

HE RATING HWafE BLOWING TIME
24| B Max. 30 minutes
i 10ms.
2750 Btk Min,
Rt Max. 3 seconds
et Min. 3ms
4in
B8 Max. 300ms
10in ft8 Max. 20ms
{03 PACKING:
1. Mk INNER BOX : AMMO PACK
e
-

i

1,000 M taped in one inner box
4 Unit:mm 1,000 pes | Wi

2.%h4i OUTER CARTON: 10 INNER BOXES/CARTON
3 CARTON SIZE: L470xW355XH285(mm)



