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MODEL NO. Ed1110s 
  

Electrical Characteristics 

1.Output signal format: 
 

 

 

 

 

 

 

 

 

 

2.Phase-difference: △T≧0.08T 
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MODHL NO. ED1110S  
  

Electrical Characteristics  
3.Resolution ：20 Pulses / 360° 

4. Power Rating  ：DC 5V 10mA 

5. Insulation Resistance  ：More than 100 MΩ at 250 V DC 

6. Voltage Proof  ：1 minute at 300 V AC 

7.Contact Noise ：t2 < 2ms  

Mechanical Characteristics  ： 

1.Total Rotatgional Angel  ：360° 

2. Number and Position of Detent ：20 Detent ( Step Angle : 18°±3° 

3. Rotational Torque (With Detent) ：30~150gf.cm 

4.Rotational Torque (Without Detent)  ：N/A 

5. Push-Pull Strength   : 8.Kgf.(Max.) 

6. Shaft Wobble    : 0.7x L/30mm p-p(Max) 

7. Shaft Bending                                      ：0.4mm(Max.)  
8. Bushing Nut Tighting Stringth  ：8Kgf.Cm(Max) 

Switch Characteristics  ： 

1.Switch Circut ：S. P. S. T 

2.Power Rating  ：DC 16V 3A 

3.Switch Travel  ：0.5 ±0.3mm 

4.Operating Torque ：600 ±300gf 

5.Contact Rsistance ：100 MΩ 

6. Insulation Resistance  ：More than 100 MΩ at 250 V DC 

7. Voltage Proof  ：1 minute at 300V AC 

8. Operating Life ：15,000 cycles(Min.) 

Other Characteristics  
1.Rotational Life  ：15,000 Cycles(Min.) 

2.Soldering Conditions  ：Max.280°C within 3 seconds 

3.Operating Temperature ：-10°C - +70°C 

4.Storage Temperature ：-40°C - +85°C 

5.Dimensions  ：See Attached Drawing 

6.Life Cycle Testing Conditional  : 500 cycles per Hour 
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